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Copper(II) oxide HSSA 

 
 

Product Data 
 

Chemical name: Copper(II) oxide 

Commercial name: Copper oxide, black 

Chemical formula: CuO 

Appearance: Black powder, odorless 

Molecular weight: 79,55 g/mol 

CAS RN: 1317-38-0 

Solubility: - Insoluble in water and 
ethanol,  

- low solubility in ammoniac 
solution,  

- good solubility in acids and 
when adding buffering 
ammonia salts. 

Bulk density: 1.6 kg/l approx. 

 
 

Analysis 
 

Parameter Specification 

Copper content: 73% min. 

Loss of ignition (2 h, 800°C): 10% max. 

Specific Surface Area (BET): 60 m²/g min. 

 
 

Application 
 
Copper(II) oxide HSSA is a special quality. 
The material shows an unusual high specific surface area. 
Therefore, it is suitable especially for heterogeneous 
catalysis precursors. 
 
 
 
 
 
 
 
 
 
 
 

 
Storage 

 
Copper(II) oxide HSSA has a shelf-life of up to 1 year if 
stored correctly in dry areas and in its original closed 
packaging at room temperature. 
 
 

Packaging 
 
Big Bags containing 600 kg net weight 
 
Special packaging upon request 
 
 

Special advices for security 
 

Information concerning 
 
 classification and labelling according to the regulations 

governing transport and hazardous chemicals. 
 protective measures for storage and handling 
 safety measures in case of accident and fire 
 toxicity and ecological effects 

 
is given in our material safety data sheets. 
 
 

Customs Tariff Number 
 

2825 5000 
 


