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Copper(II) sulphate Solution EPG 
 

 

Product Data 

 

Chemical formulal CuSO4 

Chemical name Cupric sulphate 

Molecular weight 159.60 g/mol 

CAS-No. 7758-98-7 

Delivery form aqueous solution 

Density 1.2 kg/l approx. 

Colour blue 

 

Analysis 

 

 Specification in g/l Typical in % 

CuSO4   175 g/l min. 188 g/l (15,6%) 

Copper   70 g/l min.  75 g/l (6%) 

Chloride   0.01 g/l max. 0.007 g/l (60 

ppm) 

 

Application 

 

Cupric sulfate solution Electroplating Grade is a special 

quality low in chlorides which contain particularly few metal 

impurities. 

 

This product is a suitable copper source especially for 

electroplating applications and within the chemical industry. 

 

 

 

Storage 

 

Cupric sulphate solution EPG has a shelf life of min. 12 

months if kept tightly closed in the original packaging at 

room temperature. 

 

Packaging 

 

Standard packaging 

 

UN-Container on pallet 

Volume [l]   1.000 

 

Special advices for security 

 

Information concerning 

 

� classification and labelling according to the regulations 

governing transport and hazardous chemicals. 

� protective measures for storage and handling 

� safety measures in case of accident and fire 

� toxicity and ecological effects 

 

is given in our material safety data sheets. 

 

Customs Tariff Number 

 

2833 2500 

 


