
BU 
Bitumen 

 

 

 

    

                               PRODODIN® B 85/40 
 

 

Stand / 6/2024 
 
TIB Chemicals AG | Mülheimer Straße 16 -22 | 68219 Mannheim | Postfach 81 02 20 | 68202 Mannheim 
Telefon +49 621 8901-850| tib-bitumen@@tib-chemicals.com | www.tib-chemicals.com 
 
This information is given to the best of our knowledge but without obligation. We are not liable for any wrong advice or any advice we may have failed to give. 
This data sheet becomes invalid as soon as a new edition has been published. Please contact us for latest 

 

 
Product Specification 

 
 

Parameter unit min. max. Test methods 
     
Penetration ; 25 Grad C 0,1 mm 35 45 DIN EN 1426 
Softening point (R+B) °C 80 90 DIN EN 1427 
Flash point C.o.C. °C 250  DIN EN ISO 2592 
Solubility M.-% 99,0  DIN EN 12592 
Weight loss after heating M.-%  0,5 DIN EN 13303 
     

 
 

Package 
 
 25 kg Paperboard Container , 180 Kg Drum, 25 Kg Hobbock               
 

Safety Requirements 
 
See safety data sheet 
 

Application 
 
 Coatings for construction industry or corrosion protection 
 Isolation products 
 Noise reduction products 
 Roof sheeding 
 Sealing for electronic devices 
 Sealing for cable industries 

 
 
 
Note: Our information corresponds to our current knowledge and experience. Our product data sheets only 
describe the properties of our products an do not release the customer from careful examination of the 
functions or application possibilities. 


