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Description

PRODOFIX® FC 1 is a pourable, solvent-free, two-
component reactive plastic based on acrylic resin.

Uses

PRODOFIX® FC 1 is especially suitable for closing probe 
holes, cracks and pitting in road surfaces and may be used 
as an embedding compound for adjustable lids of gas and 
water supply shifters in road surfaces

Benefits

Short curing time
High mechanical resistance
High abrasion resistance
Proper adhesion to concrete and asphalt
Pourable

Product Data

Type Two-component material

Base Acrylic resin

Mixing Ratio comp. A : B 1 : 2 parts by weight

Specific weight of mixture 1.85 g/cm3

Flash Point
Comp. A
Comp. B

10°C
none

Compressive strength 16 N / mm2

Pot life 10 15 min. 

Application temperature > 0°C

May be exposed to mecha-nical 
stress 

After 30 45 min. at approx. 20°C

Cleaning agent Solvent G

Colour

Black

Coverage

Approx. 1.85 kg per volume litre to be filled

Packaging

1 kg and 3 kg non-returnable metal unit

Storage

Dry and cool at temperatures below 25°C. Protect the 
material against direct sunlight. Shelf life 12 months in 
tightly closed original packaging.

Application

Substrate

The contact area shall have a good key and be clean and 
free from all matter acting as release agents (e.g. oil, 
grease, fuel, paint residues, sealants).

Mixing

Thoroughly and quickly mix comp. A with powder comp. B 
according to the pre-packed mixing ratio     1 : 2 and apply 
immediately. In case of larger pitting the ready mortar may 
be mixed with oven-dried silica sand (> 1 mm particle size) 
in a ratio 1: 1.

Care of tools

When working, tools should be cleaned with the Solvent G. 
Likewise tools should be thoroughly cleaned as soon as 
work is completed. It is not sufficient to simply immerse 
tools into the solvent. 

Discharge of packing material

Any packaging material shall be discharged according to 
local regulations. 
Health and Safety
All Information referring health and safety has to be taken 
from our Material Safety Data Sheet.


